Protect the car finish if you use a mop- A paper-cup dispenser mounted in the 
type washer like this. Slit a piece of trunk of the car is a handy accessory 
rubber garden hose lengthwise and slip for those who have frequent picnics or 
it over the handle. In cold weather the roadside snacks. Sheet-metal screws will 
hose will also keep your hands warmer. probably be best for mounting it. 






















w SECOND CLAMPING 
PERMITS TAPPING 
PISTON THROUGH 
OILED CLAMP WITH 
END OF HAMMER 
HANDLE 


BOTTOM RING HAS^^%^ 
ALREADY BEEN STARTED ^ 

INTO CYLINDER BY CLAMPING- 

HALF ITS WIDTH AND PUSHING IN 


Quicker draining of fuel sediment can 

be provided in some cars and tractors 
by fitting on an airplane-type filter bowl 
in place of the regular glass bowl. These 
bowls have a drain valve at the bottom, 
which makes it unnecessary to remove 
the bowl itself. They are made in two 
diameters for light-plane fuel lines. 


A piston-ring compressor can be impro¬ 
vised at little cost from a worm-gear hose 
clamp. File off one shoulder from the 
screw housing, hacksaw the gear band 
from the gear housing and rivet a strip 
of steel 9/16" wide and 9" long between 
them. Use the compressor as shown, first 
to compress one ring, then those above. 

































